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ALNOR® ventilation systems
is a legally protected trademark and technical patent. All rights reserved.
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* as standard without mounting frame included

Parameters 
Volumetric flow q  (l/s or m3/h ), total pressure loss Pt (Pa), and 
acoustic pressure level LA (dB(A)), can be read from the figure. 

Pressure losses Pt    
The figures show total pressure loss Pt (Pa).

Acoustic pressure level,  LA  
The figure shows acoustic pressure level  LA (dB(A)).
The noise level is specified for a room attenuation of 4dB, 
which translates into attenuation in the reverberation zone 
of the SABINE room with an acoustic absorption of  10 m2.

Technical Data

Acoustic pressure level, LA (dB(A))

Sound attenuation (dB)

dimension average frequency (Hz)

[mm] 125 250 500 1000 2000 4000 8000

dimension average frequency (Hz)

[mm] 63 125 250 500 1000 2000 4000 8000

 80 -2 -6 -5 1 -1 -5 -14

100 -2 -4 -3 0 -1 -8 -16

125 4 3 1 -1 -3 -12 -22

160 -1 0 1 0 -4 -13 -26

200 0 -5 1 2 -13 -28 -32

tolerance 3 2 2 2 2 2 3

  80 24 18 14 9 7 7 7 9

100 22 16 11 7 5 5 5 7

125 21 14 9 7 4 4 6 8

160 14 13 8 5 4 4 7 7

200 17 10 6 4 3 4 8 4

tolerance 6 3 2 2 2 2 2 3

Beschreibung

Das Tellerventil ABL wird für Abluft eingesetzt 
und kann direkt, ohne zusätzliche Montageele-
mente, an der Decke oder an Wänden verwen-
det werden. Zusätzlich ist die Montage direkt 
am Lüftungsrohr möglich. Die Luftmenge wird 
mittels der Drehscheibe stufenlos eingestellt 
und kann mit einer Befestigungsmutter fixiert 
werden.
Die Konstruktion des Tellerventils garantiert mi-
nimale Geräuschemmissionen und eine sehr 
einfache und schnelle Montage.

Material

Das Tellerventil ABL wird in verzinktem Stahl-
blech mit einer Pulverbeschichtung in der Farbe 
RAL 9016 geliefert.

Optionen

Optional kann zusätzlich ein Montagerahmen 
bestellt werden. Dieser ist für den Einsatz des 
Tellerventils aber nicht erforderlich.
Gegen Aufpreis kann das Ventil in jeder RAL 
oder NCS Farbe geliefert werden.

ØD
NW [mm]

ØA
[mm]

Hmax
[mm]

Gewicht
[kg]

80 108 16 0.1
100 137 16 0.2
125 162 16 0.3
160 193 16 0.5
200 240 19 0.7

ØD Frequenz [Hz]
[mm] 125 250 500 1k 2k 4k 8k

80 -2 -6 -5 1 -1 -5 -14
100 -2 -4 -3 0 -1 -8 -16
125 4 3 1 -1 -3 -12 -22
160 -1 0 1 0 -4 -13 -26
200 0 -5 1 2 -13 -28 -32

ØD Frequenz [Hz]
[mm] 63 125 250 500 1k 2k 4k

80 24 18 14 9 7 7 7
100 22 16 11 7 5 5 5
125 21 14 9 7 4 4 6
160 14 13 8 5 4 4 7
200 17 10 6 4 3 4 8

Datentabelle

Schalldruckpegel, Lp [dB(A)]

Schalldämpfung [dB]
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Öffnung (mm) Öffnung (mm)

Öffnung (mm)Öffnung (mm)

Öffnung (mm) Öffnung (mm)
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